
VENTILCONVETTORI
FAN CONVECTORS 

MAXI

0 1 2 3 4

Potenzialità Termica nominale (1)
Nominal heating capacity (1)

Portata acqua nominale (1)
Nominal water flow (1)
Perdita di carico (1)
Pressure drop (1)

Potenzialità Termica (2)
Heating capacity (2)

Portata acqua nominale (2)
Nominal water flow (2)
Perdita di carico (2)
Pressure drop (2)

Potenzialità frigorifera nominale
(calore totale) (3)
Nominal cooling capacity (total heat) (3)

Potenzialità frigorifera nominale
(calore sensibile) (3)
Nominal cooling capacity (sensible heat) (3)

Portata acqua nominale (3)
Nominal water flow (3)
Perdita di carico (3)
Pressure drop (3)

Portata aria - Air flow

Livello di pressione (4) e potenza (5) sonora
Sound pressure (4) and sound power (5) level

Potenza max. assorbita
Max. power input
Tensione di alimentazione
Power supply
Contenuto acqua batteria
Coil water contents
Attacchi idraulici filettati
Threaded hydr. connections

Larghezza - Width

Profondità - Depth

Altezza - Height

Altezza piedini - Pedestal height

Peso - Weight

Modelli / Models
vel. Max.

Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed

vel. Max.
Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed

vel. Max.
Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed
vel. Max.

Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed

vel. Max.
Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed
vel. Max.

Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed
vel. Max.

Max. speed

1 2 3

SERIE - SERIES MINI

Caratteristiche - Characteristics

Dimensioni e pesi con mantello - Dimensions and weights with covering

Legenda - Legend

∆
 Under following conditions: indoor temperature 20° C; entering water temperature 70° C, hot water rise 10° C.

∆
 Under following conditions: indoor temperature 20° C; entering water temperature 50° C, hot water rise 5° C.

∆
 Under following conditions: indoor temperature 27° C, 50% R.H.; entering water temperature 7° C., hot water rise 5° C.

 Sound pressure level, measured in a room of 85 m3 volume, reverberating time of 0,5 seconds.

 Sound power level, measured at UNI EN ISO 3744.

spessore 166 mm spessore 220 mm
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VENTILCONVETTORI
FAN CONVECTORS 

SUPERMAXI
spessore 270 mm 

5 6

SERIE - SERIES 

Potenzialità Termica nominale (1)
Nominal heating capacity (1)

Portata acqua nominale (1)
Nominal water flow (1)
Perdita di carico (1)
Pressure drop (1)

Potenzialità Termica (2)
Heating capacity (2)

Portata acqua nominale (2)
Nominal water flow (2)
Perdita di carico (2)
Pressure drop (2)

Potenzialità frigorifera nominale
(calore totale) (3)
Nominal cooling capacity (total heat) (3)

Potenzialità frigorifera nominale
(calore sensibile) (3)
Nominal cooling capacity (sensible heat) (3)

Portata acqua nominale (3)
Nominal water flow (3)
Perdita di carico (3)
Pressure drop (3)

Portata aria - Air flow

Livello di pressione (4) e potenza (5) sonora
Sound pressure (4) and sound power (5) level

Potenza max. assorbita
Max. power input
Tensione di alimentazione
Power supply
Contenuto acqua batteria
Coil water contents
Attacchi idraulici filettati
Threaded hydr. connections

Larghezza - Width

Profondità - Depth

Altezza - Height

Altezza piedini - Pedestal height

Peso - Weight

Modelli / Models
vel. Max.

Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed

vel. Max.
Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed

vel. Max.
Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed
vel. Max.

Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed

vel. Max.
Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed
vel. Max.

Max. speed
vel. Med.

Med. speed
vel. Min.

Min. speed
vel. Max.

Max. speed

Caratteristiche - Characteristics

Dimensioni e pesi con mantello - Dimensions and weights with covering

Legenda - Legend

∆
 Under following conditions: indoor temperature 20° C; entering water temperature 70° C, 
 hot water rise 10° C.

∆
 Under following conditions: indoor temperature 20° C; entering water temperature 50° C, 
 hot water rise 5° C.

∆
 Under following conditions: indoor temperature 27° C, 50% R.H.; entering water temperature 7° C.,
 hot water rise 5° C.

 Sound pressure level, measured in a room of 85 m3 volume, reverberating time of 0,5 seconds.

 Sound power level, measured at UNI EN ISO 3744.
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